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	Appendix 3

	APPLICATION
for participation in the 2nd Scientific-Practical Seminar “Improvement of Reliability of Trunk Gas Pipelines in Terms of Stress Corrosion Cracking”


Requirements to Report Abstracts and Presentations
· Abstracts shall be provided in the form of a file prepared in the MS Word 2000/XP software.
· The volume shall not exceed 1 printed side of A4.
· Parameters:
· font – Times New Roman,
· size – 14,
· interline spacing – sesquialteral,
· all fields – 2.0 cm each.
· The name of the report shall be bold, with capital letters, followed by an empty line. Next line – comma-separated full names of authors, next line – abbreviated name of the organisation and then contact e-mail of the author. Empty line below. The first lines are centre-aligned, and the main text – width-aligned.
· Equations or figures are not allowed.
· Tables shall have thematic headings, and references to tables shall be made in the text.
· Abstracts shall reflect the contents of the assumed report in a generalised form. The use of tables and figures in abstracts is not allowed.
Abstracts shall be e-mailed in MS Word format to A_Melnikova@vniigaz.gazprom.ru before 29.04.2016.
EXAMPLE:
PREDICTION AND REPAIR OF SECTIONS OF THE LINE PART OF TRUNK GAS PIPELINES POTENTIALLY HAZARDOUS IN TERMS OF STRESS CORROSION CRACKING
I.I. Ivanov
Gazprom VNIIGAZ LLC
Ivanov@email.ru
Stress corrosion cracking is one of the main reasons for accidents and incidents at trunk gas pipelines of Gazprom OJSC...
